
seriesMetal Impeller 
Fan

金属叶轮系列

紧凑的外形更好的节约安装空间

发兰式框使安装非常简单

多品种的设计,可以提供各种电压和转速的选择

过载保护和堵转保护

可通过电路设计调制,实现几种速度的转速和风量

可提供防护等级为IP55的风机

提供很多的风机配件,不同型号的金属网罩，塑料网

罩，过滤网，过滤器，连接电线及其他的零件 

获得TUV,CSA,CE,CCC和RoHS认证

Compact configuration can save much installation space.

Flange frame ensures easy installation.

Various kinds of design provides you choices for different 

voltages and speeds.

Overload and locked rotor protection.

Different speeds and airflow is available by circuit design 

modulation.

IP55 grade fan is available.

Wide choice for fan accessories: different sizes of metal 

finger guards, plastic finger guards, filter pad, air filter, connection

wires and so on.

The fans have approvals of TUV, CSA, CE,CCC and RoHS. 

常规型号说明

fan serial number 
风扇编号

Common Models description

2  2 2  0  8 M  A  BF J T S

mm) 
8.Frame Thickness(cm)
220.Frame Size(

A.aluminum alloy frame
B.ball bearing
S.Sleeve bearing

M.external rotor structure

1.115V
2.230V
3.380V
4.400V

The fan frame size
风扇外框尺寸

Input Voltage
输入电压

TS.Multi-speed
IP. Protection level
V.Suck
A.Blow

Other functions
特殊功能

Suffix:Type of configuration
后缀:类型的配置

References are based on the frame dimension, which helps you  
quickly select the best choice for your installation.
引用基于外壳尺寸,这能让你快速选择你安装的最佳选择

当你安装空间足够尺寸 80X 80X80mm,请选择 802 2 82 FJ

我们可非常规量身定制您的产品

When your installation space is enough for dimension 280*280*80mm, 
please choose FJ2808

Example:

When you want to choose 220V, frame dimension 220*220*80mm, motor 
controlled by three rated speeds,
please choose model FJ22082MABTS

We can customize your unconventional products.

当你选择电压  外框尺寸 20X 20X 0mm,马达需要三种额定速度控制时 
请选择 FJ 20 2 TS

220V
2 8

 2 8
MAB

2

037 /
         038
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