
常规型号说明

fan serial number 
风扇编号

Common Models description

2  1 2  0  3F J A B

 =

 =

Frame Size(mm) 

    80.=80

    90.=92

 120.=119

 150.=150

 172.= 172

180. 180

230. 230

Ø

Ø

Plastic frame

A.aluminum alloy frame

P.

B.ball bearing

S.Sleeve bearing

1.115V

2.230V

3.380V

T.
L. lead wire connection

V.Suck

A.Blow

The plug-in connection

The fan frame size
风扇外框尺寸

Input Voltage
输入电压

Other functions
特殊功能

Suffix:Type of configuration
后缀:类型的配置

References are based on the frame dimension, which helps you to 
quickly select the best choice for your installation.
引用基于外壳尺寸,这能让你快速选择你安装的最佳选择

当你安装空间足够尺寸 0X 0X38mm,请选择 12 120312 FJ

我们可非常规量身定制您的产品

When your installation space is enough for dimention 120*120*38mm, 
please choose FJ1203

Example:

When you choose AC 220V, frame size 120x120x38mm,  sleeve 
bearing, plug-in connection, 
please choose model FJ12032AST

We can customize your unconventional products.

当你选择电压  外框尺寸 0X 0X mm,马达转动部份是选含油轴承时,引出

线连接采用插件方式时, 

请选择 FJ 0 2 T

220V

12 3

 12 38

AS

12

T  

Frame Thickness(cm)

   2.=2.5

   3.=3.8

   5.=5.1

   6.=6.0(6.5)

seriesPlastic Impeller
Fan 

塑料叶轮系列

结构紧凑而小巧, 安装方便

罩极异步两极电机设计,

品种多样,能满足众多的工业领域的要求

提供很多的风机配件,不同型号的金属网罩，塑料网

罩，过滤网，过滤器，连接电线及其他的零件 

获得TUV,CSA,CE,CCC和RoHS认证

法兰式框

动力实足,免维护

含油轴承能够实现很低的噪音

滚珠轴承设计能够使用在极恶劣的工作环境

多种规格可以满足各种电压和风量

With small compact structure and flange frame, it is convenient 
for installation.

haded pole asynchronous 2 poles motor design, full dynamic 
and free maintenance.
Various kinds of models can satisfy the requirement of many 
industrial fields.
Sleeve bearing can realize very low noise.
Ball bearing can endure bad running environment.
Different specifications can provide different voltages and air 
volume.

The fans have approvals of TUV, CSA, CE,CCC and RoHS. 

S

Wide choice for fan accessories: different sizes of metal 
finger guards, plastic finger guards, filter pad, air filter, lead
wires and so on.
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